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V design 48/46 18,9/18,1 165-172 149-168 520/685 504/684 480/460 453 460 278/278 125 599 1737 50 77,1 718/698 361/562 575/462 70,0 74,5/75,0
V design 52/48 20,5/18,9 173-175 165-172 535/705 517/699 520/480 453 460 278/278 135 604 1763 50 73,7 750/725 367/567 586/500 70,5 74,0/74,5
V design 54/50 21,3/19,7 176-178 168-174 550/715 532/707 540/500 453 460 278/278 145 615 1778 50 70,4 769/744 379/566 598/519 71,0 74,0/74,0
V design 56/50 22,0/19,7 178-182 168-174 560/715 542/704 560/500 453 460 278/278 155 620 1788 50 70,4 794/753 380/562 607/537 71,0 73,5/74,0
V design 56/54 22,0/21,3 178-182 174-178 560/725 542/724 560/540 453 460 278/278 155 620 1798 50 70,4 781/773 380/572 607/537 71,0 73,5/74,0
V design 58/52 22,8/20,5 183-188 172-177 570/720 552/709 580/520 453 460 278/278 175 631 1804 50 70,4 814/772 384/556 626/556 71,0 73,5/74,0
V design 58/56 22,8/22,0 183-188 178-182 570/730 552/727 580/560 453 460 278/278 175 631 1809 50 70,4 800/792 384/565 626/556 71,0 73,5/73,5
V design 60/54 23,6/21,3 189-194 174-178 585/725 566/716 600/540 453 460 278/278 185 634 1820 50 67,1 831/791 390/562 638/574 71,5 73,0/74,0
V design 62/56 24,4/22,0 195-200 178-183 600/730 581/719 620/560 453 460 278/278 205 650 1834 50 67,1 851/809 399/555 657/593 71,5 73,0/73,5

* [1] - pilot, [2] - stoker © DURATEC  GeoVersion 20.1

Wheels 45-622  (700x45C)

Frame size          
[1]/[2]

Big Bang   Gravel Geometry  


